
* These incubators are designed to operate in ambient temperatures up to 30oC. The specified performance may not be achieved depending on actual usage conditions.

* Temperature can be controlled between +5 and +50℃. When lighting, temperature should be set from 10℃ to 40℃.

* If the lowest temperature is not less than 5℃ and less than 10℃, the temperature difference between shelves should be 5℃. If the lowest temperature is not less than 10℃, the 

temperature difference between shelves should be 5- 10℃.

* The temperature difference between adjacent shelves should be not less than 5℃ and not more than 10℃. Temperature should be set to be lower in the shelf below and to be higher 
in the shelf above.

Specifications

Temperature gradient incubator ＜Individual illumination - WLED＞

Model TG-180WLED-3LE TG-180WLED-5LE TG-300WED-3LE TG-300WLED-5LE

Outer dimensions

 (WxDxH) [mm]
560×557×1,771 560×557×1,771 720×638×1,885 720×638×1,885

390×485×285 390×485×155 496×557× 496×557×175

(280 in the top shelf)

×3 shelves

(150 in the top shelf)

×5 shelves

(top shelf：305, middle：320,

lower：345)

×3 shelves

(170 in the top shelf)

×5 shelves

 Control system

Temperature range

WLED×3 shelves WLED×5 shelves WLED×3 shelves WLED×5 shelves

with regulator with regulator with regulator with regulator

 Power consumption
Single phase 100V

11A

Single phase 100V

17A

Single phase 100V

16A

Single phase 100V

17A

Weight  About 146kg About 152kg About 187kg About 195kg

Inner dimensions

 (WxDxH) [mm]

Changeover system between constant operation and day/night switching operation  

+5～50℃（+5～25℃、+10～50℃） 　During lighting： +10～40℃  

Light source 


